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About us Workshop

KUSATSU is a leading manufacturer of water treatment in Indonesia

From Kusatsu, you can get a wide range of domestic water treatments, 
filter housings, filter and other spare parts. We also provide industrial 
water treatment, such as integrate reverse osmosis system. Ultra filter 
system, Ozone Generator, Water Softener, Pure Water Plant and 
Mineral Water Plant. Call us Today and let us get professional water 
treatment form Kusatsu

Industrial RO System

Pure Water Plant

Mineral Water Plant

Sea Water Desalination

Multi-Stage Water Softener

Industrial Water Softener
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Industrial RO System Pure Water Plant

Turn Key Project Provider of Pure Water PlantKusatsu Provides best designs,
solution & equipments for any water.

Design Equipment
Manufacture Delivery Installation Maintenance Stuff Training

» Application Industry
» Food/ Beverage Industry
» Pharmaceutical Industry
» Chemicals Industry
» Semiconductor Industry
» Boiler Feedwater
» Thermal Power Industry
» Car Washes Industry
» Commonality Water Treatment

Product Line Technology Process :
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Mineral Water Plant Our Overseas Project

Product Line Technology Process

No.
1
2
3
4
5
6
7
8
9
10

Country
Nigeria
North Korea
Albania
Ghana
Syria
Oman
Nigeria
Ghana
Oman
Nigeria

Year
2005
2007
2008
2008
2009
2010
2012
2014
2015
2016

Production Line Specification
8000b/h Mineral Water (500ml bottle)
250b/h Mineral Water (5 Gallon Barrel)
3000b/h Mineral Water (500ml Bottle)
10000b/h Mineral Water (500ml Bottle)
6T/h Mineral Water Treatment
200b/h Mineral Water (5 Gallon Barrel)
6000b/h Mineral Water (500ml Bottle)
8T/h Mineral Water Treatment
10000b/h Mineral Water (500ml Bottle)
200b/h Mineral Water (5 Gallon Barrel)
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Sea Water Desalination Machine Sea Water Desalination Machine
Features Danfoss Pump Inside Features

» Fresh Water and Pure Water All-in-One Machine
» Low initial Cost and Maintenance
» Equipped With Cleaning System
» Adjustable Water Flow Rate
» Stainless Steel Square Tube Frame

» Low Energy Consumption
» Long Service Life
» Corrosion Resistance
» High-Pressure Operation
» Wide Flow Range
» Low Pulsation
» Compact Design

» Touch Screen Control by PCL System
» Equipped with cleaning System
» High capacity of fresh water suitable for island and holiday hotels
» Low initial cost and maintenance

Danfoss Pump Inside

3*380V

Voltage

3.5kw

Power

1200 x 800 x 950

Dimension (mm) Weight
(kg)

HZSW-2.4 2540 x 2

Model RO Membrane

2.4

Soft Water
Output
(m3/d)

1.2 98

Salt Rejection
(%)

4~6

Working
Pressure

(Mpa)

Pure Water
Output
(m3/d)

98HZSW-3.6 2540 x 3 3.6 1.5 4kw

160

200

HZSW-5.5

Model

HZSW-8

3.43kw

Power of
High Pressure

Pump

5.15kw

HZSW-11

HZSW-14

4040 x 4 11 98

984040 x 5 14

7.2kw

8.3kw

0.55kw

0.75kw

420

450
1620 x 800 x 900

3*380V

Voltage

0.55kw

Power
Booster

Pump

1200 x 800 x 950

Dimension (mm) Weight
(kg)

4040 x 2

RO Membrane

5.5

Fresh Water
Output
(m3/d)

98

Salt Rejection
(%)

4~6

Working
Pressure

(Mpa)

984040 x 3 8 0.55kw

350

390

» Low Energy Consumption
» Long Service Life
» Corrosion Resistance
» High-Pressure Operation
» Wide Flow Range
» Low Pulsation
» Compact Design
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Sea Water Desalination Machine Multi-Stage Water Softener

Ship Yachts

Holiday Villages & Hotels Island City

Pure Water From Sea Suitable Use For

Features

» Low Initial Cost and Maintenance
» High Quality and Durability
» Environment Protect Without Infectant
» The Newest Technology in Seawater Reverse Osmosis System

Danfoss Pump Inside

» Low Energy
» Long Service Life
» Corrosion Resistance
» High-Pressure Operation

» Wide Flow Range
» Low Pulsation
» Compact Design

AZUD Discal Filters 
Pre-Filtration

Item No.
Water Output (m³/d)

Salt Rejection (%)

Output Water Salt Content (mg/L)

Operation Pressure (Mpa)

Power (kw)

Inlet Water Pressure (Mpa)

Inlet Water Temperature (°C)

Net Weight (kg)

Dimension (LxWxH mm)

3-4

>98

<1000

4~6.3

1.5

0.1~0.3

5~40

120

800 x 800 x 1600mm

SW-HZ1
4-6

>98

<1000

4~6.3

2.2

0.1~0.3

5~40

150

SW-HZ2
10-12

>98

<1000

4~6.3

3.0

0.1~0.3

5~40

200

SW-HZ3

50~75

50~75

150

150

250

250

500

500

1000

1000

1250

1250

2500

2500

Resin
(Kgs)

25

25

75

75

150

150

200

200

450

450

700

700

1000

1000

Active
Carbon

(Kgs)

70

70

225

225

425

425

600

600

1000

1000

1800

1800

2300

2300

Quarts
Sand
(Kgs)

Remarks

MRS-1-T 5600T*2

MRS-1-F 5600F*2

MRS-2-T 2510T*2

MRS-2-F 2510F*2

MRS-3-T 2750T*2

MRS-3-F 2750F*2

MRS-4-T 2850T*2

MRS-4-F 2850F*2

MRS-5-T 2900T*2

MRS-5-F 2900F*2

MRS-6-T 3150T*2

MRS-6-F 3150F*2

MRS-7-T 3900T*2

MRS-7-F 3900F*2

Item No.
Filtration

Type

5600T*1

5600F*1

2510T*1

2510F*1

2750T*1

2750F*1

2850T*1

2850F*1

2900T*1

2900F*1

3150T*1

3150F*1

3900T*1

3900F*1

Soften
Type

Control Valve Item No.

1~2

1~2

4

4

5

5

10

10

20

20

25

25

50

50

Water Output
(T/H)

3/4"

3/4"

1"

1"

1"

1"

1.5"

1.5"

2"

2"

2"

2"

3"

3"

Inlet Output
Size (inch)

250*1350*3

250*1350*3

450*1650*3

450*1650*3

530*1560*3

530*1560*3

600*1800*3

600*1800*3

1000*1800*3

1000*1800*3

1200*2400*3

1200*2400*3

1500*2400*3

1500*2400*3

Vessel Size *Nos.

100L*1

100L*1

200L*1

200L*1

350L*1

350L*1

500L*1

500L*1

1000L*1

1000L*1

1000L*1

1000L*1

2000L*1

2000L*1

Brine Tank
*Nos
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Industrial Water Softener SMN Series RO Units

Item No. : WST-01

» With automatic control valve
» Easy operation and maintenance
» Salt saving and water saving
» Light in weight and space saving
» Stable performance and long service life
» Its application fields such as : circulating water supply of steam
    boiler, hot water boiler, heat exchanger, steam condenser, air
    conditioning, direct-fired machine and other equipments

Water Output : 1000 L/H
Pressure Vessel : 10*44 inch
Brine Tank : 100L

Larger or Smaller Ouptut can also be provided

Item No. : RO-B07(L)

» Professional Filtration for Laboratory use
» 5-Stage Filtration
» On Board Computer
» TDS Display & Outer Water TDS : “0”
» Purified water productivity : ≥ 2.5MΩ
» Enclosed line, Steel Box
» Enclosed line, Steel Box
» RO Water Output : 3000 L/day
» Diaphragm Booster Pump with adaptor 220V/50Hz
» Unit Packing Dimension : 60*57.5*98 mm

Attention : Inlet Water Temp : 5-40 
                        TDS < 200 ppm
                        Water Pressure : 0.1-0.3 Mpa

Model : SMN-800/1500/3000/4500/6000/9000/12000

800GPD

Model SMN-800

1500GPD

SMN-1500

3000GPD

SMN-3000

4500GPD

SMN-4500

6000GPD

SMN-6000

9000GPD

SMN-9000

12000GPD

SMN-12000

Pure-Water Out-Put

4021*1 4040*1 4040*2 4040*3 4040*4 4040*6 4040*8
RO-Membrane

Membrane Brand Option : FILMTEC, HYDRANAUTICS, CSM, Kusatsu

0.75KW 1.5KW 2.2KWPump Power

15% 15% 29% 38% 46% 50% 59%Recovery

Option : 1,5    mPP  Filter 20" PP10   m & CTO

Flow Meter RO Permeate & RO Concentrate

Display Total Dissolved Solids (TDS) PPM

Voltage 220V/380V, 50/60Hz, 1,3 Phase

Controller Automatic Controller

Pressure Gauge Source-inlet & HP Pump Pressure & RO Concentrate

63*50*132 63*50*155 63*50*155 96*50*155 96*75*155 96*50*155 100*75*155Dimension (L*W*H cm)

1. PP Sediment Filter

2. CTO Carbon Block Filter

3. Inlet Water Pressure Meter

4. Low Meter Pressure Switch

5. Inlet Water Solenoid Valve

6. Booster Pump

7. High Pressure Switch

8. Water Pressure Meter

9. Stainless Steel Check Valve

10. RO Membrane & Vessel

11. TDS Mater

12. Pure Water Flow Meter

13. Waste Water Pressure Meter

14. Waste Water Regulating Valve

15. Waste Water Flow Meter

16. Flush Solenoid Valve
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SM Series RO Units UF Series Ultra Filters Units

800GPD

Model SM-800

1500GPD

SM-1500

3000GPD

SM-3000

4500GPD

SM-4500

6000GPD

SM-6000

Pure-Water Out-Put

4021*1 4040*1 4040*2 4040*3 4040*4
RO-Membrane

Membrane Brand Option : FILMTEC, HYDRANAUTICS, CSM, Kusatsu

0.75KW 1.5KWPump Power

15% 15% 29% 38% 46%Recovery

Option : 1,5    mPP  Filter 20" PP10   m & CTO

Flow Meter RO Permeate & RO Concentrate

Display Total Dissolved Solids (TDS) PPM

Voltage 220V/380V, 50/60Hz, 1,3 Phase

Controller Automatic Controller

Pressure Gauge Source-inlet & HP Pump Pressure & RO Concentrate

63*50*132 63*50*155 63*50*155 96*50*155 96*75*155Dimension (L*W*H cm)

1. PP Sediment Filter

2. CTO Carbon Block Filter

3. Inlet Water Pressure Meter

4. Low Meter Pressure Switch

5. Inlet Water Solenoid Valve

6. Booster Pump

7. High Pressure Switch

8. Water Pressure Meter

9. Stainless Steel Check Valve

10. RO Membrane & Vessel

11. TDS Mater

12. Pure Water Flow Meter

13. Waste Water Pressure Meter

14. Waste Water Regulating Valve

15. Waste Water Flow Meter

16. Flush Solenoid Valve

UF-7000

Type

7.0

Capacity
(T/H)

14

18

28

2.2

2.2

3.0

1000*2250*1750

1000*2550*1750

2000*1800*1750

UF-8000 8.0 16

20

40

2.2

2.2

3.0

1000*2400*1750

1000*2700*1750

2000*1950*1750

UF-10000

UF-15A

UF-9000

UF-20A

9.0

10.0

15.0

20.0

Number of
Element (mm)

Power
(Kw)

Dimensions
(mm)

180

220

300

200

250

400

Weight
(Kgs)

Model : UF-1000/2000/3000/4000/5000/6000/7000/8000/10000/15A/20A

Ultrafiltration Specification and Performance for Hollow Fibre UF Device

UF-1000

Type

1.0

Capacity
(T/H)

UF-2000 2.0

UF-40000

UF-5000

UF-3000

UF-6000

3.0

4.0

5.0

6.0

Number of
Element (mm)

75

105

140

90

120

160

Weight
(Kgs)

2

6

10

0.55

1.1

1.5

800*800*1750

800*1500*1750

900*1950*1750

4

8

12

1.1

1.5

2.2

800*1200*1750

900*1800*1750

1000*2100*1750

Power
(Kw)

Dimensions
(mm)
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RO System (IT/WP) RO Membrane Cleaning Machine

RMC-01

WP-3000

Model

3000 40 40032 32

5000 50 45040 40

10000 65 55050 50

20000 80 145065 65

30000 80 250065 65

40000 100 350080 80

Capacity
(L/H)

Inlet Tube
Ø (mm)

Weight
(Kg)

Product Tube
Ø (mm)

Dimension
L*W*H
(mm)

>95%

Salt
Rejection

WP-4000 4000 40 42032 32

8000 50 50040 40

15000 65 120050 50

25000 80 180065 65

35000 100 300080 80

WP-8000

WP-10000

WP-20000

WP-30000

WP-40000

WP-5000

WP-15000

WP-25000

WP-35000

Item

Model : WP-3000/4000/5000/8000/10000/15000/
20000/25000/30000/35000/40000

Model : IT-1500/3000/6000/9000/12000/15000

WP Series RO System

Capacity (GPD)

Model

1500 3000

1.8Kw 2.2Kw

150 150

IT-1500 IT-3000

Raw Water Flow (GPD) 7500 8500

250*80*150cm 250*90*150cm 300*100*160cm

¾” 1” 1 ¼”

Salt Rejection

Raw Water TDS

Display

Total Power Consumption

Weight (Kg)

Inlet Ø

Raw Water Temperature

Voltage

Dimension

Item

6000 120009000 15000

2.3Kw 3.8Kw3.0Kw 5.2Kw

220 350280 500

IT-6000 IT-12000IT-9000 IT-15000

12000 1800015000

≥90%

22000

≥1500ppm

15~40°C

TDS meter, Flow Meter, Pressure Meter

220V 50/60Hz Single Phase, 380V 50/60Hz 3 Phase

IT Series RO System

RMC INTRODUCTION

RMC-01 can extend the service life of RO membrane by cleaning RO membrane 

periodically. It is set to clean one or more RO membranes at once, what's more, it is 

easy to maintain due to its open-type design. RMC-01 can effectively remove organic 

matter and scale formation matter like Calcium and magnesium on the surface of 

Membrane sheet. In this way, Each cleaning can extend RO membrane service life by 

6-8 months. In order to Effectively recover the performance or RO membrane, please 

operate RMC-01 strictly according to RO membrane cleaning agent specification
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EDI Ultrapure Water System Blow Moulding Machine

Product Flow (m3/h) 0.5 1.0 2.0 3.0 4.0

0.7 0.7 0.7 0.7 0.7

DN15 DN15 DN15 DN15 DN15

EDI-P&F-0.5-HP EDI-P&F-1.0-HP EDI-P&F-2.0-HP EDI-P&F-3.0-HP EDI-P&F-4.0-HP

Min Product Flow (m3/h)

DN25 DN25 DN25 DN25 DN25

Recovery (%)

Resistivity (MΩcm)

Current (DCA)

Max Pressure (Mpa)

Size of Concentrate Inlet Outlet Pipe

Max Product Flow (m3/h)

Voltage (DCV)

Inlet Pressure (Mpa)

Size of Fresh Produced Pipe

Item

0.3 0.7 1.4 2.4 3.2

0.7 1.5 2.5 3.8 4.8

≥ 15 ≥ 15 ≥ 15 ≥ 15 ≥ 15

85-95 90-95 90-95 90-95 90-95

9-18 15-30 30-60 45-90 60-120

2-5 2-5 2-5 2-5 2-5

0.10-03 0.10-03 0.15-04 0.15-04 0.15-04

Technical Parameters :

» Inlet Water : Municipal Water
» The Power Supply Voltage : 220V/50Hz
» Total Power : 360W
» Applicable Temperature : 5 ~ 38°C
» DC Voltage of Mould Pile : 9-12 V
» DC Current of Mould Pile  : 2.5-3 A
» Water Productio Pressure : 0.02-0.06 Mpa
» Water Production Flow : 9-10 Lpm
» Water Production Resistivity  : 15-17 MΩ. Cm

Usage Industry :

High Precision electronic industry, Scientific
research experiment, and high precision
products and parts cleaning, etc.

3

CSD-AX3-1.5L

≤ 1.5L

Ø90

2900-3200Pcs/h
Based on 500mL bottle,
Preform Neck 28-30mm,

Weight : 17Gram

Ø15-Ø38

380X350

200

110

430

2.6-3.0

70

120

0.8-1.0

2650X1780X1900

5

22X2

4

1.25

0.6

11900

4

2.5

3.0

11

1.6

3.0

5

3.0

105

2570X2570X2700

0.2

2

CSD-AX2-2L

≤ 2L

Ø100

2100-2400Pcs/h
Based on 500mL bottle,
Preform Neck 28-30mm,

Weight : 17Gram

Ø15-Ø38

380X350

200

160

430

2.6-3.0

36

120

0.8-1.0

2280X1500X1900

3

18.5X2

3

1.25

0.6

11900

3

2

3.0

11

1.6

3.0

5

3.0

54

2570X2570X2700

0.2

1

CSD-AX1-2.5L

≤ 2.5L

Ø120

1100-1600Pcs/h
Based on 500mL bottle,
Preform Neck 28-30mm,

Weight : 17Gram

Ø15-Ø38

200X350

200

160

450

2.6-3.0

32

120

0.8-1.0

1820X1100X1900

3

18.5

1.5

11900

2

1.5

3.0

5

3.0

48

2570X2570X2700

0.2

UNIT

L

Pcs/h

mm

mm

mm

mm

mm

mm

mm

Kn

Mpa

Mpa

Kw

A

Kw

T

mm

T

Mpa

Kw

m³/min

Kw

Mpa

m³/min

m³

Mpa

kcal/hr

HP

m³/min

Mpa

1

CSD-AX1-5L

≤ 5L

Ø170

700-850Pcs/h
Based on 5L bottle,

Preform Neck 45mm,
Weight : 93Gram

Ø38-Ø45

240X400

240

220

450

2.6-3.0

48

240

0.8-1.0

2350X1550X1900

3

22X2

4

1.25

0.6

11900

1

2

3.0

11

1.6

3.0

5

3.0

72

2570X2570X2700

0.2

3

CSD-AX4-1.5L

≤ 1.5L

Ø90

3900-4200Pcs/h
Based on 500mL bottle,
Preform Neck 28-30mm,

Weight : 17Gram

Ø15-Ø38

480X350

200

110

430

2.6-3.0

72

210

0.8-1.0

2810X2000X1900

5

22X2

4

1.25

0.6

24090

4

3

3.0

22

3.0

3.0

10

3.0

108

2890X2570X2700

0.2

2

CSD-AX2-M-5L

≤ 5L

Ø170

1400-1500Pcs/h
Based on 5L bottle,

Preform Neck 80mm,
Weight : 93 Gram

Ø38-Ø45

550X400

240

220

450

2.6-3.0

60

240

0.8-1.0

3200X2000X2200

5

22X4

8

1.25

2

35200

8

3.5

3.0

22

3.0

3.0

10

3.0

90

2

CSD-AX2-M-10L

≤ 10L

Ø200

1100-1200Pcs/h
Based on 5L bottle,

Preform Neck 45mm,
Weight : 93-120 Gram

Ø45-Ø60

600X460

300

240

590

2.6-3.0

60

300

0.8-1.0

3200X2000X2200

5

22X4

10

1.25

2

35200

10

3.5

3.0

30

4.0

3.0

10

3.0

90

2

CSD-AX2-W-5L

≤ 5L

Ø180

1400-1500Pcs/h
Based on 5L bottle,

Preform Neck 45mm,
Weight : 93-120 Gram

Ø60-Ø120

420X320

250

200

380

2.6-3.0

84

300

0.8-1.0

3200X2000X1900

5

22X3

6

1.25

0.6X2

35200

6

3.5

3.0

22

3.0

3.0

10

3.0

126

1

CSD-AX1-M-5GAL

≤ 5GAL

Ø270

220-240Pcs/h
Based on 5L bottle,

Preform Neck 55mm,
Weight : 750 Gram

Ø45-Ø60

400X570

400

330

660

2.6-3.0

117

300

0.8-1.0

4200X2000X2300

5

22X4

6

1.25

2X2

11900

6

4.5

3.0

22

3.0

3.0

5

3.0

175

UNIT

L

Recomended
Production
Capacity

Item

Product Volume

Production
Capacity

Max. Diameter of Product

Measurement of Main Blower

Blowing Air Pressure

Power of Preheater

Power of Main Blower

Weight of Main Blower

Measurement of Conveyer

Weight of Conveyer

Power

Power

Capacity

Cooling Cap.

Cooling Cap.

Pressure

Pressure

Working Pressure

Compressor Motor

Compressor Motor

Discharging Cap.

Discharging Cap.

High Pressure

Air Compressor

Unit

Low Pressure

Air Compressor

Unit

Air Tank

Water Chiller

Air Filter, Oil Filter
Odor Removal

Filter

Cavity

Neck Size of  Product

Useful Area of Mould Plate

Clamping Force

Mould Thickness

Stretching Stroke 

Mould Stroke

Working Pressure

AX SERIES BLOW MOLDING MACHINE

AX-W SERIES BLOW MOLDING MACHINE

AX SERIES BLOW MOLDING MACHINE

VARIES SYSTEM

CSD-AX1-2L/AX4-1.5L

CSD-AX2-W-5L

CSD-AX1-5L/AX2-5L/AX-10L
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Bottling Machine Bottling Machine

1

3000*900*1900

QGF-100

280

5 Gallon

Ø 270 x 490

0.4~0.6

100

0.2

2.2

3*380V/50Hz

1 2 2 3

3600*900*1900 1700*4300*2200 1700*4300*2200 2000*4300*2200

QGF-150 QGF-250 QGF-300 QGF-400

700 1500 1800 3800

5 Gallon 5 Gallon 5 Gallon 5 Gallon

Ø 270 x 490 Ø 270 x 490 Ø 270 x 490 Ø 270 x 490

0.4~0.6 0.4~0.6 0.4~0.6 0.4~0.6

150 250 300 400

0.37 0.4 0.6 0.6

1.75 3.5 3.8 4.0

3*380V/50Hz 3*380V/50Hz 3*380V/50Hz 3*380V/50Hz

Filling Heads 1

3000*900*1900

QGF-60

Barrel Volume

250

Capacity (b/h)

Gas Pressure (MPa)

Power (Kw)

Dimension (L*W*H) mm

Barrel Size (mm)

Gas Consumption (m/min)

Voltage

Weight (Kg)

Model

5 Gallon

Ø 270 x 490

0.4~0.6

60

0.1

1.4

3*380V/50Hz

Automatic Rinsing Filling Capping Machine for 5 Gallon Bottle

3 in 1 Automatic Rising Filling Capping Machine (for 200ml to 2000ml Bottle)

150~300 Ø 50~90

Bottle Height
(mm)

Bottle Diameter
(mm)

5.18

Power
(Kw)

5.18

6.58

9.2

8.18

10.1

DGCF12-12-4 3000

Capacity
(b/h)

DGCF18-18-6

DGCF32-32-10

DGCF40-40-10

DGCF24-24-8

DGCF50-50-12

Model

Spec

6000

8000

15000

12000

18000

» This Series are for the Production of 200ml to 2000ml Bottle
The Capacity is according to 500ml Bottle» 
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Model
Material
Diameter
Thickness
Reference Traffic
Filter Selection
Filter Area

Filter Height
Total Height of The Filter

LD-B-F
304/306
219mm-850mm
2mm-10mm
12T-1080T
PP Filter Bag/ Bag
0.13m - 4.41m
102*410mm

180*810mm

102*810mm

410mm/810mm/1300mm/1500mm

180*410mm

70-2000mm

Filter Bag Specification

Item No.

TH-1
TH-2
TH-3
TH-6

TH-10
TH-15
TH-20

...

3Flow (m /h)

1
2
3
6

10
15
20
...

Dimension (mm)

Ø270x3000

...

Ø350x3000
Ø450x3000
Ø600x3000
Ø750x3000

Ø1000x3000
Ø1200x3000

Item No.

CFZY-225

CFZY-300

CFZY-400

CFZY-500

Ozone Generator Capacity

225g/h

300g/h

400g/h

500g/h

Power

14.5kw

26.8kw

27.8kw

29.8kw

Remark

With CFY-225, FO2-190-4 Oxygen Generator, WW-1.25/10-Q Air Compressor

With CFY-300, FO2-190-5 Oxygen Generator, 2-WW-3/7-Q Air Compressor

With CFY-400, FO2-190-6 Oxygen Generator, 2-WW-3/7-Q Air Compressor

With CFY-500, FO2-190-8 Oxygen Generator, 2-WW-3/7-Q Air Compressor

Item No.

CFZY-6

CFZY-12

CFZY-75

CFZY-24

CFZY-100

CFZY-50

CFZY-150

Ozone Generator Capacity

6g/h

12g/h

75g/h

24g/h

100g/h

50g/h

150g/h

Power

650w

700w

2kw

1000w

3.2kw

1.8kw

4.5kw

Remark

Cold wind, no need cooling water,
with PSA Oxygen Generator

CFY-50\FY-10
CFY-75\FY-16
CFY-100\FY-24
CFY-150\FY-32

Fission type, it assembled
with CFY series ozone generator
and FY Series Oxygen generator,
it include Compressor and air filter
in Oxgen Generator

Parameters as Follows

» Ozone generating Capacity : 6g/h
» Air Supplier : Air
» Power Supply : 220V/50Hz
» Power : 650W
» Net Weight : 45kg
» Exterior Size : 510x490x1030mm

CFZY-6 Ozone Generator

Parameters as Follows

» Ozone generating Capacity : 12g/h
» Air Supplier : Air
» Power Supply : 220V/50Hz
» Power : 700W
» Net Weight : 55kg
» Exterior Size : 500x420x900mm

CFZY-12 Ozone Generator

Parameters as Follows

» Ozone generating Capacity : 24g/h
» Air Supplier : Air
» Power Supply : 220V/50Hz
» Power : 1000W
» Net Weight : 75kg
» Exterior Size : 500x420x1100mm

CFZY-24 Ozone Generator

CFY-150 FY-32

Type

HPCF-5DC1
HPCF-5DC2
HPCF-5DC3
HPCF-5DC4
HPCF-9DC2
HPCF-9DC3
HPCF-9DC4

Material

UPVC

Size

10"
20"
30"
40"
20"
30"
40"

Cartridges
pec

5/3

9/8

HPCF-3DC1
HPCF-3DC2
HPCF-3DC3
HPCF-3DC4
HPCF-8DC2
HPCF-8DC3
HPCF-9DC4

Cartridges
Size

Ø225-H465
Ø225-H715
Ø225-H965

Ø225-H1215
Ø315-H745
Ø315-H995

Ø315-H1245

Dn40/
ANSI 1.5'
(W=365)

Dn50/
ANSI2'

(W=473)

In/Out
(mm)

Dn80/
ANSI 3"

A=0.4MPA

B=0.6MPA

Max
Pressure

0.6MPA
(86PSI)

Item

2521
4021-1
4040-1
4040-2
4040-3
4040-4

8040-2

8040-4

8040-1

8040-3

Parameter

540
598

1090
2106
3122
4138
1228
2244
3260
4276

A
(mm)

65
120
120
120
120
120
255
255
255
255

B
(mm)

2

3.5
3.5
3.5
3.5

Theoretical Thickness
(mm)

2
2
2
2
2

Dn15, 12"
Dn15 1/2"

Outlet
(mm, inch)

Outlet
(mm, inch)

Dn15, 1/2"
Dn15, 1/2"
Dn20, 3/4

Dn20, 3/4
Dn20, 3/4

Dn40, 1.5"
Dn40, 1.5"
Dn40, 1.5"
Dn40, 1.5"

Dn20, 3/4
Dn20, 3/4
Dn20, 3/4
Dn20, 3/4 Dn20, 3/4

Dn15, 1"
Dn15, 1"
Dn15, 1"
Dn15, 1"
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Pressure Vessel Pressure Vessel
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Industrial RO Membrane Industrial RO Membrane

Kusatsu RO Membrane

Applications for Reverse Osmosis Membranes
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Control Vale Control Vale
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FRP Pressure Vessel Metering Pump & Pressure Meter
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Brine Valve & Flow Meter Brine Tank
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Tank Head Distributor
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DistributorDistributor
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DistributorDistributor
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Industrial Products Industrial Products
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Industrial Products For more details, please refer to our Residential &
Commercial edition


