




Product snapshot:
Model: 1-3KVA

Nominal voltage: 208/220/230/240VAC

Nominal frequency: 50/60Hz

Output Power factor: 0.9

High-end intelligent power protection solution
SK30B Series UPS is online high frequency UPS, featuring high performance, which is deal for file server,

enterprise server, central server, microcomputer, concentrator, telecommunication system, data center, medical

facilities. SK30B series UPS provides high quality power protection, reliable power guarantee for your loads.

Customization are available for special requirement.
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1-3KVA(1 Ph in/1 Ph Out)

SK30B Series
High Frequency Online UPS









6-10KVA(1 Ph in/1 Ph Out)

SK30B Series
High Frequency Online UPS
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High-end intelligent power protection solution
SK30B Series UPS is online high frequency UPS, which is deal for file server, enterpise server, central server,

microcomputer, connector, telecommunication system, data center, medical facilities and those require high

quality power protection, supplying reliable power guarantee for your loads. Customization products are available

for special requirement.

Product snapshot:

Model: 6-10KVA

Nominal voltage: 220/230/240VAC

Nominal frequency: 50/60Hz

Output Power factor: ≥ 0.99



Features and Advantages

Features and Advantages

1. Online double conversion

2. PFC rectifier technology

3. SPWM inverter control technology

4. High input power factor: 0.99

5. Output power factor: 0.7/0.8/0.9/1.0 selectable

6. Input frequency range: ± 25%
7. Input Frequency range: ± 10% settable
8. Full protection function & Automatic bypass
9. Intelligent communication port

10. 6kVA & 10kVA have ECO & EPO function

High performance and reliability

1. 0.5A, 5.5A charging current optional

2. Reduces battery recharging time

3. Protects the battery againts damage caused

by deep charge and discharge

4. Prevents harmonic pollution to the power grid

High performance battery charger for 6~10kVA

1. Additional output transformer

2. Output isolation

3. Decreases load impact & Increases anti-short

circuit capacity

4. Selectable output voltage for 6kVA & 10kVA

Output isolation application

DC/AC SWITCH
Output

transformer
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6kVA ~ 10kVA with output transformer

6KT & 10KT model





























MP98BM Series
Modular UPS

Online Transformerless UPS

Online UPS 25~600kVA
Low�THDi:�<3%
AC/AC�Efficiency�up�to�96%
Output�power�factor�up�to�1.0
380/400/415�Vac�settable

Upgrade�your�UPS
Investment



MP98BM125 MP98BM200 MP98BM480MP98BM320 MP98BM600

MP98BM 25~600kVA

MP98BM Series Modular Technical Specifications

Power Module MP98BM25-M MP98BM40-M

Rated Voltage (Vac)

Voltage Range (Vac)

Input Frequency (Hz)

Bypass Voltage Range (Vac)

Power Factor

THDi

Phase

Battery Voltage (Vdc)

Charging Current (A)

INPUT

OUTPUT

Capacity (kVA)

Power Factor

Phase

Waveform

Voltage (Vac)

Frequency (Hz)

Three Phase Difference

Waveform Distortion

Static Bypass Transfer Time

Max. System Efficiency

Parallel Mode

Overload Capacity

OTHERS

Approvals

Operating Temperature (°C)

Storage Temperature (°C)

Relative Humidity

Communication Function

Noise (dB)

Power Module (kVA)

Power Module Dimension (mm)

Power Module Weight (kg)

Dimension (W x D x H) (mm)

Weight (kg)

380/400/415

138~485

40~70

-15% (-20%/-30% optional) ~+15%(+10%/+20% optional)

≥ 0.99

<3%

3Φ4W+PE

±192 (±180 ~ ±240 settable)

10 Maximum (single module)

125/125

1

3Φ4W+PE

Sine Wave

L-L : 380, 400, 415 ± 1%

50/60 + 0.2% (battery mode)

≤ 2 degrees

≤ 3% (linear load)

0

96%

Advanced no-master-slave parallel technology, N+1 redudancy

105-115% load for 60 minutes, 116%-130% load for 10 minutes, 131%-150% load for 1 minute

200/200 320/320 480/480 600/600

CE (En62040-2, IEC62040-1)

0~40

-40~70

0%~95% (no condensing)

Rs485, dry contact (SNMP optional)

< 70

40

500x700x130

33

600x900x1400

347 412 527 854 1250

600x860x2000 1200x860x2000 1800x860x2000

32

25

< 65
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